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ZEWOTHERM Heating Pipe PE-Xc 
ZEWOTHERM PE-Xc Heating Pipe is cross linked with surrounding oxygen proof in three

layers (Base Material, Adhesive, Oxygen Barrier), highly flexible with excellent workability and

optimised service amidst often coarse site conditions. It stands for fast and tension free laying,

min. bending radius:  5 x d.

The process: In a special electron-beam densification process, as a high-grade raw material

PE-HD (High Density Polyethylene) is specifically structurally modified. By strongly linking mac-

romolecules, the newly configured mesh thermal and mechanical pipe properties are opti-

mised. The pipe becomes impervious against tearing under tension.

• Max. Operating Temperature 90°C  at a max. Operating pressure

of 6 bar (UFH standard pressure max. 4bar)

• Operation to EN 12319  to User Class 4/5 (Area Heating/Radiator

inclusion)

• Complies with the technical requirements to DIN 4726/29 and 

DIN EN 12318

• DIN Tested: DIN 3V 333 PE-Xc 

• Oxygen proof to DIN 4726

• Bending radius (max) 5 x diameter

ZEWOTHERM Heating Pipes PE-Xc, Pipe Length 200 m
Dimension Ø Inner Packed As        Euro/m Art-No.

PE-Xc 14 x 2,0 10,0 200 m 1,20 081420

PE-Xc 16 x 2,0 12,0 200 m 1,24 081620

PE-Xc 17 x 2,0 13,0 200 m 1,27 081720

Other Dimensions on Request.

ZEWOTHERM Heating Pipes PE-Xc, Pipe Length 600 m
Heating Pipes for use with unwinders, width 550mm, core diameter 520mm.

Dimension Ø Inner Packed As        Euro/m Art-No.

PE-Xc 14 x 2,0 10,0 600 m 1,20 081460

PE-Xc 16 x 2,0 12,0 600 m 1,24 081660

PE-Xc 17 x 2,0 13,0 600 m 1,27 081765

PE-Xc 20 x 2,0 16,0 600 m 2,05 082063

Other Dimensions on Request.

ZEWOTHERM Heating Pipes PE-Xc, Disposable drum 750 m
Disposable drum for unwinders, width 550mm, core diameter 520 mm.

Dimension Ø Inner Packed As        Euro/m Art-No.

PE-Xc 17 x 2,0 13,0 750 m 1,40 081775

Other Dimensions on Request.

Register-Nr. 3V 333
PE-Xc 

U n d e r fl o o r  H e a t i n g  S y s t e m s
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ZEWOTHERM Heating Pipe PE-RT 
Polyethylene-RT (resistant temperature), unmeshed and super flexible is extremely resilient and highly tear resistant

under tension. The extreme flexibility of this oxygen proof pipe (to DIN 4726) allows for easy installation of the Under-

floor Heating System.

·  6 bar maximum operating pressure (UFH Standard pressure max 4 bars)
· Operating Conditions to EN 12319/User Class  4/5 (Area Heating/ Radiator Integration)
· SKZ-Nr. A 468
· Max bending radius 5 xd

ZEWOTHERM Heating Pipe PE-RT, Pipe Length 200 m
Dimension Ø Inner Packed As        Euro/m Art-No.

PE-RT 14 x 2,0 10,0 200 m 1,04 071420

PE-RT 16 x 2,0 12,0 200 m 1,08 071620

PE-RT 17 x 2,0 13,0 200 m 1,10 071720

PE-RT 20 x 2,0 16,0 200 m 1,42 072020

Other Dimensions on request.

ZEWOTHERM Heating Pipe PE-RT, Pipe Length 600 m
Heating Pipe for use with unwinders. Width 550 mm, Diameter core 520 mm.

Dimension Ø Inner Packed As        Euro/m Art-No.

PE-RT 14 x 2,0 10,0 600 m 1,04 071460

PE-RT 16 x 2,0 12,0 600 m 1,08 071660

PE-RT 17 x 2,0 13,0 600 m 1,10 071765

PE-RT 20 x 2,0 16,0 600 m 1,42 072060

Other Dimensions on request.

ZEWOTHERM Heating Pipe PE-RT, Disposable Drum 750 m
Disposable drum for use with unwinders, Width 550 mm, Diameter core 520 mm.

Dimension Ø Inner Packed As        Euro/m Art-No.

PE-RT 17 x 2,0 13,0 50 m 1,24 071776

Other Dimensions On request.

ZEWOTHERM Polybutene-Pipe
Treble co-extruded red Polybutene Pipe, oxygen proof to DIN 4726/27 and DIN EN 12319.

Particularly suited for Wall Heating Systems.

Dimension                                                                                                                                                       Packed As                 Euro/m Art-No.

PB-DD 12 x 1,3 1 Roll 200 m   1,40 091212
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ZEWOTHERM Aluminum Barrier Pipe PE-RT
Multiple and increasingly complex installation tasks require a pipe to guarantee longevity  and security in conjunction

with ease of installation. Zewotherm barrier pipe PE-RT has a butt welded coat of Aluminum along side. This combi-

nation compliments the superior properties of the plastics with the benefits of aluminum.

DVGW-tested (DW-8236BN0125).

Composition: A - Inner Pipe: PE-RT (Polyethylene with improved thermal properties) to DIN 16833 

B - Adhesive Layer 

C - Aluminum Coating (0,2 mm/ 200my)

B - Adhesive Layer 

D - Outer Layer: PE-RT (Polyethylene with improved thermal properties)

ZEWOTHERM Aluminum Barrier Pipe (Rolls)
Description                    DN Dimension                                                                 Packed As                 Euro/m Art-No.

PE-RT/AL/PE-RT 1/4’’ 8 14 x 2,0 200 m 1,56 551421

PE-RT/AL/PE-RT 3/8’’ 10 16 x 2,0 200 m 1,65 551619

PE-RT/AL/PE-RT 3/8’’ 10 16 x 2,0 500 m 1,65 551650

PE-RT/AL/PE-RT 1/2’’ 15 20 x 2,0 100 m 2,52 552050

PE-RT/AL/PE-RT 3/4’’ 20 26 x 3,0 50 m 3,84 552630

PE-RT/AL/PE-RT   1’’ 25 32 x 3,0 50 m 6,46 553250

Also see complimentary products/information on page 33: ZEWOTHERM Press System.

Complimentary products page 43: ZEWOTHERM Sanitary Installation Systems.

U n d e r f l o o r  H e a t i n g  S ys t e m s

Technical Data:

Max. Operating temperature for water  (up to 12 bar)      95° C, 110° C on sytem failure

Permissible long term load 50 years                                                                 10 bar / 70° C

Permissible long term load 50 years, ISO 10508 Class 5
High temperature radiator heating
over one year, 100° C on system failure over 100h                                        10 bar

Heat Conductivity                                                                                                                0,43 W/mK

Coefficient of expansion (longitudinal)                                                            0,026 mm/mK

Grade of surface coarseness (to Prandtl-Colebruck)                                       0,007 mm

Oxygen diffusion all operations                                                                         < 0,005 mg/l d

Minimum bending radius                                                                                    5 dn

ZEWO_059_Preisliste2008_RZ  27.03.2008  1:22 Uhr  Seite 14
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ZEWOTHERM Aluminum Barrier Pipe (Lengths)
Description                         DN Dimension                   Packed As                          Euro/m Art-No.

PE-RT/AL/PE-RT 3/8’’ 10 16 x 2,0 5 m 1,72 551605

PE-RT/AL/PE-RT 1/2’’ 15 20 x 2,0 5 m 2,66 552005

PE-RT/AL/PE-RT 3/4’’ 20 26 x 3,0 5 m 4,16 552605

PE-RT/AL/PE-RT  1’’ 25 32 x 3,0 5 m 6,76 553205

PE-RT/AL/PE-RT  1 1/4’’ 32 40 x 3,5 5 m 9,85 554005

PE-RT/AL/PE-RT  1 1/2’’ 40 50 x 4,0 5 m 21,12 555005

ZEWOTHERM Aluminum Barrier Pipe PE-RT/AL/PE-RT (Pre-Insulated)
Pre-Insulated ZEWOTHERM aluminium barrier pipe. Shrouded in high-grade PE-Insulation with red or blue

protective skin from close cell Soft-polyethylene.

Insulation Thickness 4 mm, Colour: Blue (Rolls)
Description                                                   Dimension Ø Inner Packed As         Euro/m Art-No.

PE-RT/AL/PE-RT 16 x 2,0 10 mm 100 m 3,02 551627

PE-RT/AL/PE-RT 20 x 2,0 16 mm 50 m 3,55 551628

Insulation Thickness 9 mm, Colour: Red (Rolls)
Description                                                   Dimension Ø Inner Packed As         Euro/m Art-No.

PE-RT/AL/PE-RT 16 x 2,0 10 mm 50 m 3,41 551624

PE-RT/AL/PE-RT 20 x 2,0 16 mm 50 m 4,16 551625

ZEWOTHERM Aluminum Barrier Pipe PE-RT/AL/PE-RT In Corrugated Tube
PE-RT/AL/PE-RT Tubing: Black (Rolls)

Description                                                        Dimension Ø Tubing                        Packed As               Euro/m Art-No.

PE-RT/AL/PE-RT 16 x 2,0 25 mm 100 m 2,60 551626

PE-RT/AL/PE-RT 20 x 2,0 28 mm 50 m 3,77 551629

ZEWOTHERM Sanitary Pipe PE-Xc
Cross linked Polyethylene (PE-Xc) Pipe in specific pipe dimension with increased wall thickness for sanitary appli-

cations. Supplied with or without the protective corrugated tubing often used for mains water installation espe-

cially to prevent dampness through condensation. Tube colour: Black.

DVGW-Tested (DW-8501 AT 2042)

Core Pipe                                                                  Tubing                                                                       Packed As                Euro/m Art-No.

PE-Xc 16 x 2,2 20/25 Roll 30 m   2,05 501630

PE-Xc 20 x 2,8 23/28,5 Roll 30 m   3,00 502030
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ZEWOTHERM UFH System components

ZEWOTHERM Unwinder
Unwinder for 14 - 20mm diameter heating pipe. Optimised roll handling when laying heating pipe. Sim[ple assembly

with wing nuts, no tooling needed. Three point stability for ease of unwinding pipe. Enlarged foot pads for protection

when placed on insulation. Adjustable power spindle for adjustment to roll size.

(Di 440 - 620 mm, Da 1050 - 1250 mm,  Height up to 620 mm).

Packaging Sizes: Length 720 mm, Width 600 mm, Height 280 mm.

Description                                                                                                         Packed As                     Euro/Piece                                            Art-No.

Pipe Unwinder                                                                                1 Piece                        238,00 800011

ZEWOTHERM Support Trestle
For Disposable Drum 750 m.

Description                                                                                                        Packed As                      Euro/Piece                                           Art-No.

Support Trestle                                                                              1 Piece                         87,50  800750

ZEWOTHERM Pipe Cutter
For pipes with up to 25 mm Diameter, with changeable blades.

Description                                                          Packed As                                                                 Euro/Piece                                               Art-No.

Pipe Cutter                                                  1 Piece                                                             49,00 800025

ZEWOTHERM Brass Straight Connector for Plastic Piping
Nickel Plated 3-part Body.

Description                                                                                                        Packed As                      Euro/Piece                                            Art-No.

14 x 2,0       Bag of 10                       6,87 801420

17 x 2,0       Bag of 10                       6,87 801720

20 x 2,0       Bag of 10                       6,87 802025

ZEWOTHERM Packaging Tape
For fixing and exact joining of insulation. Cover per roll approx. 50m 2, packed in boxes of 36 rolls.

Width: 50 mm,Core Diameter: 75 mm.

Description                                                                                                        Packed As                      Euro/Piece                                            Art-No.

Printed ZEWOTHERM packaging tape, extra strong           1 Roll/66 m   4,17 803600

Transparent Packaging Tape                                                  1 Roll/66 m   1,79 803601

ZEWOTHERM Clip Rail
Plastic clip rail for 16/17mm pipe. Self adhesive. Available in multiples of 1m length.

Required: 1 m / m2.

Description                                                                                                       Packed As                           Euro/m  Art-Nr.

Clip Rail                                                                                              10 m 3,29 809026

U n d e r f l o o r  H e a t i n g  S y s t e m s
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ZEWOTHERM Edging Quilt
Acoustic barrier for screeds, self-leveling screeds and floating screeds with Underfloor Heating. To detach the

screeds from walls or other objects. Simple and economic application. From extruded close cell Polyetylene foam.

Gross Density: 22 kg/m 2. High elasticity, extremely tear proof, impermeable to water.

Attached lug from PE-foil. 100% CFC and HCFC free.

Description                                                                                                     Packed As                          Euro/Piece                                            Art-No.

with Lug     8 x 150 mm 4 Rolls at 25 m (100 m) 0,42 801500

with Lug     8 x 150 mm 8 Rolls at 25 m (200 m) 0,42 801501

with Lug     8 x 180 mm 6 Rolls at 25 m (150 m) 0,51 801809L

Self Adhesive with Lug     8 x 150 mm  8 Rolls at 50 m (400 m) 0,46 801502

ZEWOTHERM System stapler
Conveniently Accurate. A quality tool to use with Zewotherm Pipe Staples.

Description                                                                                                         Packed As                      Euro/Piece                                            Art-No.

System Stapler                                                                               1 Piece                        227,50 801014

ZEWOTHERM Pipe Staples
Reliable staple system to secure heating pipe onto foam insulation. Suitable for use with ZEWOTHERM system stapler
or equivalent tool for pipes up to 20mm diameter. Box of 1000 staples contains 20 strands of 50 staples each.

Description                                                                                  Packed As                                             Euro/Piece                                            Art-No.

Pipe Staples                                               1.000 Pieces per Container                            0,06 801000

ZEWOTHERM Screed Additive
Plastifyer for cement screeds to increase structural strength and resistance to water migration.

In accordance with DIN 18560.  Coverage 5m per kilogram2 at 65mm screed thickness.

Descrpition                                                                                                        Packed As                    Euro/Container                                    Art-No.

Screed Additive                                                                    Container 10 kg 25,55 801065

ZEWOTHERM Screed Probe
To determine remaining moisture in screed.

Description                                                                                                        Packed As                       Euro/Piece                                            Art-No.

Screed Probe                                                                                  1 Piece                          7,11 801066

ZEWOTHERM  Pipe Bend Former 90°

Description                                                                                                         Packed As                      Euro/Piece                                            Art-No.

Pipe Bend Former 90°                                                                   1 Piece                          1,75 809020

ZEWOTHERM Tetrahydrofuran Cold Weld

Pre-curved  mould to guide pipe in manifold area. For pipe up to 20mm diameter, r-130mm.

Description                                                                                                         Packed As                      Euro/Piece                                            Art-No.

Tetrahydrofuran Cold Weld                                                     1 Can = 1,0 l   24,50 800060
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ZEWOTHERM PVC-Damp Proof Membrane
From soft PVC, not bitumen resistant, for screeding.Thickness 0,3 – 1,0 mm to IVK quality guidelines.

Dimension                                                                   Cover                            Packed As                         Euro/m2 Art-No.

0,5 mm 1,5 x 30 m  Roll  45 m2 2,65 800035

0,8 mm 1,5 x 25 m   Roll 37,5 m2 3,80 800036

1,2 mm 1,5 x 20 m  Roll  30 m2 6,40 800038

ZEWOTHERM PE-Cover Foil
Cover foil or separating layer between Insulation and screed (min.  thickness 0,2 mm).

Dimension                                                                   Cover                            Packed As                         Euro/m2 Art-No.

0,2 mm 2,0 x 50 m   Roll 100 m2 0,70 808820

ZEWOTHERM Tracker Foil
Description                                                                                                          Packed As                          Euro/m2 Art-No.

Tracker Foil                                                                                   Roll 103 m2 1,75 800014

ZEWOTHERM Expansion joint strip
For the secure separation of screed partitions with expansion gaps (i.e. in doorways) From close cell PE foam. With

spindle and adhesive Tape. Thickness: 10mm, Height: 120mm.

Description                                                                                                       Packed As                          Euro/m  Art-No.

Expansion joint strip                                                               4 Rolls at 15 m  1,13 801208

ZEWOTHERM Split expansion joint tubing
To redirect heating pipe near manifold. For Pipe diameter up to Ø 20 mm, r = 130 mm.

Description                                                                                                        Packed As                          Euro/m Art-No.

Split expansion joint tubing                                                      Roll 60 m    1,75 808020

ZEWOTHERM Expansion joint profile
To create expansion joints in screeds in accordance with DIN 18560, with adhesive legs. Easy to cut. Excellent stability

even in joints of extensive length. Length: 1.800 mm, Height: 100 mm, Strength PE: 10 mm,Width of leg approx. 40 mm.

Description                                                                                                       Packed As                          Euro/m Art-No.

Expansion joint profile                                                                     2 m 7,95 801212

U n d e r f l o o r  H e a t i n g  S ys t e m s
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ZEWOTHERM Stud System:
Flexibility With No Strings Attached.
Convincing as ever, the ZEWOTHERM Stud System with its push-down concept for single handed pipe installation -

especially suited for unusually shaped and/or small areas. Further advantages are virtually waste free application,

simple system technology in diagonal and axial direction and the availability of clearly defined and complimentary

products.

ZEWOTHERM offers the Stud System in two different versions, to suit the reZuirements and specifications.

Stud System Standard
– Foam backed studs guarantee rigidity when walked on
– Accepts pipe sizes 14 – 17 mm 
– Flexible raster type installation 6, 12, 18, 24 and 30

ZEWOTHERM Stud System Board 14 -17 mm
System Board with acoustic insulation properties compliant for applications to DIN EN 13163 (Interior insulation

on ceiling- or flooring board under screeds to DIN4108-10) The insulation consists of EPS foam board with foil

cover to DIN18560. Simple overlap connection of sheeting with extended foil on two sides (Snap-on Concept) Colour:

Black, stud height 17 mm. Sheet size including overlap: 1470x870 mm. Cover: 1440x840 mm (1.2m ) Spacing: Straight

orientation: 50 mm spacing, diagonal orientation: 84 mm.

2

Description                     WLG R�Ins (m2K/W) U-Value �LWR db*        Payload                      Packed As        Euro/m2 Art-No.

NP 11 Standard 035 0,314 3,18 - 50 kPa (kN/m2) 9,6 m2 14,20 803860

NP 35-2 Standard 040 0,875 1,14 28 5 kPa (kN/m2) 9,6 m2 17,55 803862

ZEWOTHERM Level Board
Smooth EPS board clad with a fabric reinforced and tear-proof damp membrane. Silver red tracker grid. Ideal for

leveling between stud tiles, especially convenient around manifolds and in doorways.

Description                     WLG R� Ins (m2K/W) U-Value �LWR db*        Payload                      Packed As        Euro/m2 Art-No.

AP 11 Standard 035 0,314 3,18 - 200 kPa (kN/m2) 5,0 m2 4,70 803853

AP 35-2 Standard 040 0,875 1,14 8 5 kPa (kN/m2) 5,0 m2 7,25 803867

ZEWOTHERM Zointing Strips 
Without acoustic or thermal insulation. For joining cut sheeting to optimise cover avoiding waste.

Size: 995 x 105 mm.

Descrpition Packed As           Euro/Piece        Art-No.

Jointing Strips                                                                                                                            6 Pieces             3,97 803865-W

ZEWOTHERM Pipe Clip Tile
Without acoustic or thermal insulation. For extremely economic installation on existing insulation. Made from

reinforced PS-foil with foamed out, non-squash studs. Foil overlap on two sides for screed proof joints. (Snap-on

Concept). Stud height 18 mm. Colour: Black. Sheet size including overlap: 1470 x 875 mm. Holdfast- or plate-head

dowels on request.

Description Packed As         Euro/m2 Art-No.

Pipe Clip Tile                                                                                                                               19,2 m2 10,15 803863

Tip: Over EPS/PUR Insulation the clip tiles can be additionally secured with double sided tape to avoid lifting during pipe installation.
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Stud System Object
– Rigid Shape, walkable studs (not foamed out)
– Accepts pipe sizes 14 - 16 mm.
– Flexible raster type installation 5, 10, 20, 25 and 30

ZEWOTHERM Stud Szstem Board 14 -16 mm
System board with acoustic and heat insulation (EPS Foam Board), application to DIN EN 13163. (Interior insulation

on ceiling- or flooring board under screeds to DIN4108-10). Stud sided layered with PS foil cover sheet in accordance

with DIN 18560. Rigid shaped pipe clip studs guarantee secure pipe fixation at

Simple overlap connection of sheeting with extended foil on two sides providing screed proof jointing. (Snap-on Concept).

Colour: Black, stud height 19 mm. Sheet size including overlap: 1.025x1.025 mm. Cover: 1000x1000 mm (1m  ) Spacing:

straight orientation: 50 mm spacing, diagonal orientation: 70 mm.

2

Description                   WLG   R � Ins (m2K/W) U-Value �LWR db*        Payload                    Packed As        Euro/m 2 Art-No.

NP 30-3 Object 045 0,667 1,50 28 4 kPa (kN/m2) 10,0 m2 14,20 803857

NP 30-2 Object 040 0,75 1,33 28 5 kPa (kN/m2) 10,0 m2 16,70 803851

ZEWOTHERM Level Board
Smooth EPS board clad with a fabric reinforced and tear-proof damp membrane. Silver red tracker grid. Ideal for

leveling between stud tiles, especially convenient around manifolds and in doorways.

Description                   WLG R� Ins (m2K/W) U-Value �LWR db*         Payload                     Packed As      Euro/m 2 Art-No.

AP 30-3 Object 045 0,667 1,50 28 4 kPa (kN/m2) 5,0 m2 5,45 803864

AP 30-2 Object 040 0,75 1,33 28 5 kPa (kN/m2) 5,0 m2 6,25 803852

ZEWOTHERM Zointing Strips
Without acoustic or thermal insulation. For joining cut sheeting to optimise cover avoiding waste.

Size: 995 x 105 mm.

Description Packed As             Euro/Piece       Art-No.

Jointing Strip Object                                                                                                              10 Pieces             3,97 803865

ZEWOTHERM Pipe Clip Tile
Without acoustic or thermal insulation. For extremely economic installation on existing insulation. Made from reinforced

PS-foil with rigid shape, non-squash studs. Foil overlap on two sides for screed proof joints. (Snap-on Concept).

Stud height 17 mm. Colour: Black. Sheet size including overlap: 1025x1025 mm. Holdfast- or plate-head dowels on

request.

Description Packed As        Euro/m 2 Art-No.

Pipe Clip Tile Object                                                                                                                 19,2 m2 10,15 803863-I

Tip: Over EPS/PUR Insulation the clip tiles can be additionally secured with double sided tape to avoid lifting during pipe installation.

90° axial or 45° diagonal pipe installation.
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ZEWOTHERM Double-Sided Foam Tape
Double-Sided Foam Tape for screed-proof jointing of Stud Tiles and Level-board (EPS).

Description                                                                                                             Packed As                         Euro/m2 Art-No.

Double-Sided Foam Tape                                                      1 Roll (50 m)    41,60 803854

ZEWOTHERM Profile Gasket
For sealing foil strips and expansion gaps below Expansion Joint Profile. Same Length required as when using

Edging Quilt. Ø 16 mm.

Description                                                                                                            Packed As                         Euro/m2 Art-No.

Profile Gasket           1 Roll (50 m)    19,90 803855

ZEWOTHERM joining strips
For joining possible off-cuts to optimise cover avoiding waste. Size: 955 x 105 mm.

Description                                                                                                         Packed As                      Euro/Piece                                            Art-No.

U n d e r f l o o r  H e a t i n g  S y s t e m s
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ZEWOTHERM Diffuser Plates:
Light and Easy
A Dry System from ZEWOTHERM. Especially suited between timber joists particularly on suspended floors or below

natural or engineered hardwood flooring. Suitable for new-built and refurbishment alike. Almost no increase in floor

height, minimal weight and perfect conductivity provide for a flexible system solution with fast reaction times. Can

also be used under wet or dry screeds. A simple system easily applied that can be commissioned as soon as it is 

installed.

ZEWOTHERM Profile Board
Profiled EPS Polystyrol Hard-foam Board according to DIN EN 13163 and DIN V 4108-10. Free from CFC's with

grooved profiles for Diffuser Plates with meander like arrangement to accept 14 x 2 mm pipe.

Material: EPS DEO dh WLG 035. Building Material Class to DIN 4102: B1.For: 125/250/375 mm pipe centres.

Board Thickness: 25 mm. Dimensions: 1120 mm x 770 x 25 mm (including rebate), Cover: 1100 x 750 mm (0,825 m2) 

Supplied in Boxes of 23 sheets: (18.975 mm )2

Description                   R�Ins (m2K/W) 2 Art-No.

Profile Board 25 mm 0,5                     60 kN/m2 23 Boards  (18,975 m2) 13,30 172514

ZEWOTHERM Diffuser Plates
Diffuser Plates to be used with Profile Board for even heat distribution. 0.5 mm zinc plated steel sheeting with pre-

determined breaking points 200/75 mm to accept 14 x 2 mm heating pipe. Size: B 750 x L 118 mm.

For the centre indicated the following approximate quantities are required:

Ctr 125 mm: 7,50 m/m2 = 10 Pieces/m2 Ctr 250 mm: 3.75 m/m2 = 5 Pieces/m2 Ctr 375 mm: 2,25 m/m2 = 3 Pieces/m2

Diffuser Plates                   37,50 m / Box (50 Pieces.) 5,44 170019
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ZEWOTHERM Wall Heating (Render System):
heating and cooling via the Wall
ZEWOTHERM Wall Heating - a further alternative or even an addition complimentary to Underfloor Heating. Fixed to

clip rails on solid walls (i.e. Brick, concrete or sandstone) and rendered over. Wall heating is installed on-site and

the pipes are covered by approx. 15 mm with plaster. (Single skin to be applied if gypsum-lime plaster) Cement or

Clay renders should be applied in two coats observing the manufacturer's curing time between coats, also cover-

ing the pipe by 15 mm. To avoid cracks in the render, mesh reinforcement is to be embedded in the plaster. The pipe

to be used is 12 x 1.3 mm Polybutane Pipe, oxygen proof to DIN4726. Can be installed in a variety of layouts

not exceeding 6m . Connected directly to manifold (not to collective pipe) by compression fittings.2

ZEWOTHERM On-Wall Clip Rail
To secure ZEWOTHERM pipe 12 x 1,3 mm to the wall. Length: 2 m.

Use ordinary hammer fixings for fastening clip rail.

Description                                                                                                        Packed As                    Euro/Piece                                             Art-No.

On-Wall Clip Rail                                                                       1 Piece (2 m) 5,00 170012

ZEWOTHERM Pin Clip (round)
For securing ZEWOTHERM 12 x 13 mm pipe to brick.

Description                                                                                                      Packed As                        Euro/Piece                                           Art-No.

Pin-Clip (round)                                                                         100 Pieces                           0,22                                      170014

ZEWOTHERM Doweled Hooks
For securing ZEWOTHERM 12 x 13 mm pipe to concrete-/aerated concrete or brick.

Description                                                                                                         Packed As                     Euro/Piece                                           Art-No.

Dowled Hooks                                                                               50 Pieces                       0,40 170015

ZEWOTHERM Compression Fitting
To connect PB 12 x 13 mm pipe to ZEWOTHERM system manifold.

Description                                                                                                       Packed As                      Euro/Piece                                            Art-No.

Compression Fitting                                                                    Bag of 10                        3,35 170016

ZEWOTHERM Straight Connector
To join individual pipes.

Description                                                                                                      Packed As                        Euro/Piece                                           Art-No.

Straight Connector                                                                     Bag of 10                         7,70 170017

ZEWOTHERM Glass Fibre Reinforcement Mesh
Mesh reinforcement Gypsum-Lime Plaster. 6 mm mesh size, Roll: 1 m x 25 m

Description                                                                                                        Packed As                     Euro/Piece                                             Art-No.

Reinforcement Mesh                                                                   Roll 25 m  3,50 170018

Tip: The ZEWOTHERM Wall Heating System is also available for Dry Walling!

U n d e r f l o o r  H e a t i n g  S y s t e m s
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ZEWOTHERM Distribution and Management:
perfectly under control!
All distribution- and controller components stand for a secure and convenient installation and its control.

The balanced range offers kit solutions with all single component perfectly coordinated.

Hydraulic Mixer Stations provide centralised temperature control for the heating loops

in the proximity of the heat source or de-centralised control directly at the

manifold.

System Manifolds are used to both balance and supply volume streams to the various 

heating circuits of a low temperature area heating system. Made from brass or stainless

steel they connect fast and securely using flat steel screw connectors throughout the 

whole system. Special solutions for special applications can be provided.

Accessories for System Manifolds         such as heat meters, manifold extensions etc. are

straightforward to install, a privilege of the entire system.

Manifold Cabinets  are the "perfect coat" for all manifolds and all applications. Two

versions available for flush or surface mounted installation.

Electronic Controllers  stand for safe and comfortable adjustment of the area heating

system with electronic room thermostats in modern designs. Available as hard wired

or radio controlled systems.

ZEWOTHERM Hydraulic Mixer Station
Pre-assembled and compact Mixer Station with circulation pump (Length: 130 mm approx.) and flow ther-

mostat. Pump and flow temperature restriction pre-wired. Including safety thermostat (range 20°– 

connections throughout. Not handed, can be installed either side of manifold. Suitable for systems with up to

8 –10 kW output. Can be fitted to all ZEWOTHERM system Manifolds. Includes pre-mounted manifold connector

set and thermometer. Second manifold connector set supplied in box. Length overall including connector set:

330 mm approx.

Description          Manifold Connection                                                Pump                                    Euro/Piece                                   Art-No.

Mixer Station                      1’’ Circulation Pump RS 15/6-3 434,50 333700

Mixer Station                      1’’ Electronically controlled wilo pump E 15/1-5 566,90 333800

ZEWOTHERM Clamp Thermostat
Automatic temperature control for boilers (flow and return) or for the control of circulation pumps, Relays, Solar

systems, Heat pumps and more. 30°–90° C.

Description                                                                                                         Packed As                              Euro/Piece                                    Art-No.

Clamp Thermostat, Capacity            16(3) A, 250 V 1 Piece                                 44,90 802310

ZEWOTHERM Contact Thermometer
Push-on thermometer for isolating valves of mixer station (see image mixer station). Sim[ple handling.

Description                                                                                                         Packed As                             Euro/Piece                                    Art-No.

Contact thermometer                                                                   1 Piece  12,60 802328
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ZEWOTHERM Brass System Manifold (round pipe section) HKV-I
Engineered from substantial, high quality precision pipe (round). Mounted onto acoustically decoupled zinc

plated  bracket to DIN 4109. Simple, not handed flat seal connection (male). 50 mm centres between G 3/4“ male ports

for Euro-cone fittings. Fine-adjustment valve in flow section do balance volume streams in individual heating circuits,

isolating valve in return M30 x 1.5 male, hydraulically balanced supply to flow and return valves, flow and return valves,

flow and return in offset position, flat seal connections throughout, minimal projection (86 mm) for installation in 

cabinets 90 mm or deeper, pressure and quality tested (differential pressure test), fixing set, labeling, boxed. Including

manifold end-set for filling, flushing and bleeding. (Body from MS 58 pressed brass).

Type/Ports                                                 Length Overall* Euro/Piece                                        Art-No.

HKV-I 2 220 mm 84,00 304402-A

HKV-I 3 270 mm 102,98 304403-A

HKV-I 4 320 mm 119,33 304404-A

HKV-I 5 370 mm 137,13 305805-A

HKV-I 6 420 mm 155,38 305806-A

HKV-I 7 470 mm 173,65 305807-A

HKV-I 8 520 mm 193,35 307808-A

HKV-I 9 570 mm 211,60 307809-A

HKV-I 10 620 mm 230,00 307810-A

HKV-I 11 670 mm 248,98 309811-A

HKV-I 12 720 mm 267,35 309812-A
*Including endset.                                                  Larger manifolds on application.

ZEWOTHERM Brass System Manifold (round pipe section) HKV-D
Engineered from substantial, high quality precision pipe (round). Mounted onto acoustically decoupled zinc

plated bracket to DIN 4109. Includes isolating valve in flow. Sim[ple, not handed flat seal connection (male). 50 mm

centres between  G 3/4” male ports for Euro-cone fittings, flow meters (41/min) in flow, control and isolating valve in

return M30 x 1.5 male,  hydraulically balanced supply to return valves, flow and return in offset position, flat seal

connections throughout, minimal projection (86 mm) for installation  in cabinets 90 mm or deeper, pressure and

quality tested (differential pressure test), fixing set, labeling, boxed. Including manifold end-set for filling, flushing

and bleeding (Body from MS 58 pressed brass).

Type/Ports                                                  Length Overall* Euro/Piece                                        Art-No.

HKV-D 2 220 mm 92,78 324402-A

HKV-D 3 270 mm 112,45 324403-A

HKV-D 4 320 mm 132,18 324404-A

HKV-D 5 370 mm 153,05 325805-A

HKV-D 6 420 mm 174,50 325806-A

HKV-D 7 470 mm 196,13 325807-A

HKV-D 8 520 mm 218,90 327808-A

HKV-D 9 570 mm 240,50 327809-A

HKV-D 10 620 mm 261,83 327810-A

HKV-D 11 670 mm 284,00 329811-A

HKV-D 12 720 mm 305,75 329812-A
*Including endset                                                   Larger manifolds on application.

U n d e r f l o o r  H e a t i n g  S y s t e m s

  Tip:

Manifolds can be

retrofitted with

ZEWOTHERM 

    extension sets for

additional heating 

circuits!
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ZEWOTHERM System Manifold Stainless Steel (round) HKV-I
Produced from high quality circular stainless steel (male threads). Integrated fine-adjustment valve in flow section

(top) to balance volume streams in individual heating circuits, integrated isolating valve in return (bottom) M30 x

1.5 male. Hydraulically balanced supply to flow-and return. Flat seal connection method throughout. Mounted onto

acoustically decoupled zinc plated bracket to DIN 4109 temperature resistant. Simple, not handed 

G 3/4“ male ports for Euro-cone fittings at 50 mm centres. Minimum projection (86 mm) for installation in cabinets 90 mm

or deeper. Pressure- and quality tested (differential pressure test), Including manifold end-set supplied loosely packed

in PE-bag,- for filling, flushing and bleeding. Labels enclosed. All supplied boxed:

Type/Ports                                                  Length Overall* Euro/Piece                                        Art-No.

HKV-I 2 220 mm 86,15 FB-I-02

HKV-I 3 270 mm 105,53 FB-I-03

HKV-I 4 320 mm 122,43 FB-I-04

HKV-I 5 370 mm 140,90 FB-I-05

HKV-I 6 420 mm 159,80 FB-I-06

HKV-I 7 470 mm 181,65 FB-I-07

HKV-I 8 520 mm 199,20 FB-I-08

HKV-I 9 570 mm 218,10 FB-I-09

HKV-I 10 620 mm 237,20 FB-I-10

HKV-I 11 670 mm 256,88 FB-I-11

HKV-I 12 720 mm 275,95 FB-I-12
*Including endset                                                   Larger manifolds on application.

ZEWOTHERM System Manifold Stainless Steel (round) HKV-D
Produced from high quality circular stainless steel (male threads). Flow meters in flow bar (top). Integrated

isolating valve in return (bottom) M30 x 1.5 male. Hydraulically balanced supply to flow -and return. Flat seal connection

method throughout. Mounted onto acoustically  decoupled zinc plated bracket to DIN 4109, temperature resistant.

 Simple, not handed 1“ male connection. G 3/4“ male ports for Euro-cone fittings at 50 mm centres.

Minimum projection (86 mm) for installation in cabinets 90 mm or deeper. Pressure- and quality tested (differential

pressure test), Including manifold end-set supplied loosely packed in PE-bag,- for filling, flushing and bleeding. Labels

enclosed. All supplied boxed:

Type/Ports                                                  Length Overall* Euro/Piece                                        Art-No.

HKV-D 2 220 mm 95,35 FB-D-2

HKV-D 3 270 mm 115,50 FB-D-3

HKV-D 4 320 mm 135,93 FB-D-4

HKV-D 5 370 mm 179,03 FB-D-5

HKV-D 6 420 mm 186,83 FB-D-6

HKV-D 7 470 mm 202,35 FB-D-7

HKV-D 8 520 mm 226,03 FB-D-8

HKV-D 9 570 mm 248,45 FB-D-9

HKV-D 10 620 mm 270,60 FB-D-10

HKV-D 11 670 mm 293,65 FB-D-11

HKV-D 12 720 mm 316,25 FB-D-12

*Including endset                                                    Larger manifolds on application.

210

210
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ZEWOTHERM Industrial Manifold
Industrial Manifold, circular, cast from high quality Brass ms 58.2“ flat seal connections. Modular Terminals with 2, 3

or 4 ports for individual system designs. The modules are joined with flat seals without flow restriction. Control valves in

flow, pre-settable and full stop control valves in return. Port centres remain 80 mm when adding modules.

The modular principle allows for constructing the desired size of manifold by combining the appropriate types and

number modules. Safe and incomplex installation techniques. Excludes mounting brackets.

Type/Ports                                                  Length Overall*           Packed As                   Euro/Piece                                        Art-No.

Industrial Manifold for 2 HC            Length 160 mm 1 Piece                       213,75 311002

Industrial Manifold for 3 HC            Length 240 mm 1 Piece                       296,25 311003

Industrial Manifold for 4 HC            Length 320 mm 1 Piece                       382,75 311004

Tip: Please also order matching wall valves (manifold connection set#)>.

ZEWOTHERM Bracket for Industrial Manifold
Wall Bracket for Industrial Manifold, made from zinc plated steel.

Description                                                                                                        Packed As                   Euro/Piece                                              Art-No.

Fixing Brackets                                                                                1 Piece                         46,25 311030 

ZEWOTHERM Manifold Connection Set
Set consists of ball valves and filling and bleeding valves.

Description                                                                                                       Packed As                     Euro/Piece                                             Art-No.

Connection Set for Industrial Manifold                1 Set 137,50 311031

Tip: Industrial manifolds and accessories are made to order and are not stopped.

ZEWOTHERM Accessories for System Manifolds

ZEWOTHERM Straight Connector
with male threads on both sides, 3/4’’ Euro-cone, flat seal, blank.

Description                                                                                                       Packed As                       Euro/Piece                                           Art-No.

Straight Connector                                                                        1 Piece  1,48 813434

ZEWOTHERM Clamp Connector 3/4’’ Brass Euro-cone.

For Pipe Diameter:                                                                                  Packed As                    Euro/Piece                                        Art-No.

14 x 2,0   Bag of 10                        2,05 801146

16 x 2,0   Bag of 10                        2,05 801166

17 x 2,0   Bag of 10                        2,05 801176

20 x 2,0   Bag of 10                        2,05 801200

U n d e r f l o o r  H e a t i n g  S y s t e m s
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ZEWOTHERM Manifold Connection Set for HKV-I and HKV-D Manifolds
Brass body, flat seal. Consists of 2 ball valves with screw plug (1“ female).

Length: 62 mm.

Description                                                                                                         Packed As                      Euro/Piece                                            Art-No.

Manifold connection set (circular tubing)                           2 Pieces (Set) 26,00 805105

ZEWOTHERM Manifold Expansion set HKV-I and HKV-D Manifolds
To expand ZEWOTHERM HKV-1 and HKV-2 1“ manifold by one port for Euro-cone fitting. Consists of flow port

with flow meter and return port with integrated valve. Brass MS 58 body. Retainer nut for flat seal connection to

manifold expansion set.

Description                                                                                                         Packed As                      Euro/Piece                                            Art-No.

Manifold expansion set for HKV-I                                                    Set 78,00 802315

Manifold expansion set for HKV-D                                                  Set 79,50 802316

ZEWOTHERM Heat Meter Set (Horizontal)
Complimentary to ZEWOTHERM manifold HKV-I/D 1“. Consists of: Installation kit WMZ, two ball-valves 

matching straight connectors (2 of) with adaptors. Pre-assembled and compact design. Suitable for heat meter 

(length 110 mm) to  

bar. Flow accepts

Excluding heat meter (which always is located in return). Please exchange manifold bars accordingly.

Description                                                                                                          Packed As                     Euro/Piece                                            Art-No.

WMZ horizontal                                                                                Piece                          86,40 802318

ZEWOTHERM Heat Meter Set (vertical)
Complimentary to ZEWOTHERM manifold HKV-I/D 1“. Consists of: Two ball-valves  

(2 of) with adaptors. Pre-assembled and compact design. Suitable for heat meter G 3/4“ (length 110 mm) to 

length 130 mm). Vertical installation either side of manifold. Flow accepts 

retainer nut for WMZ. Pressure tested and boxed. Length 170 mm approx.

Excluding heat meter (which always is located in return). Please exchange manifold bars accordingly.

Description                                                                                                       Packed As                        Euro/Piece                                            Art-No.

WMZ vertical                                                                                   Piece                            92,75 802319

RL

VL

VL

RL
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1“ and

 G 3/4“

 G 1“ (length 130 mm). Horizontal installation either side of manifold. Equal length flow and return

1/2“ - DL6.5 mm sensor with locknut. Sealable retainer nut for WMZ.

1“  and matching straight connectors

G 3/4“

1/2“ - DL6.5 mm sensor with locknut. Sealable
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ZEWOTHERM Manifold Cabinet (surface mounted)
Surface fitted manifold cabinet, powder-coated white (similar to RAL 9016) suitable for all types of skirting and floor-

to-wall trims. Improved version, de-mountable. With cylinder lock. Back pre-punched. Wall thickness 0.9 mm reinforced

tin, 1.2 mm where powder-coated. Solid legs. Universal rail accepts all ZEWOTHERM system manifolds. Packed in box.

Height: 640 mm, Depth: 130 mm, Width: See table.

Ports                                                                 Width (mm)                 Packed As                    Euro/Piece                                       Art-No.

AP 2-3 450                          Piece                         70,95 404601-A

AP 4-5 530                           Piece                          77,88 405601-A

AP 6-8 680                           Piece                          89,10 407601-A

AP 9-11 830                           Piece                          99,00 408101-A

AP 12-15 1030                           Piece                         117,15 409601-A

*excluding WMZ, Mixer Station etc.

ZEWOTHERM Manifold Cabinet (flush mounted)
Flush mounted manifold cabinet with adjustable legs for height (135 - 260 mm), pop-off front panel and removable

base rail. Firm chassis with slotted back for easy and versatile installation. of the manifold. Frame and door can be fitted

flush to wall and plasterwork. With cylinder lock. All visible parts are laterally adjustable (110 - 160 mm) and powder-

coated white, similar to RAL 9016.

Wall thickness: 0.9 mm reinforced tin, 1.2 mm where powder-coated. Solid legs. Universal rail accepts all ZEWOTHERM

system manifolds. Packed in box.

Height: 705 - 805 mm , Depth: 110 - 160 mm,  Width: See table.

Ports (mm)                                                           Width                       Packed As                   Euro/Piece                                       Art-No.

UP 2-3 450                         Piece                          73,10 424101-A

UP 4-5 530                          Piece                           80,24 425101-A

UP 6-8 680                          Piece                           91,80 426101-A

UP 9-11 830                          Piece                          102,00 427601-A

UP 12-15 1030                          Piece                          120,70 429101-A

*excluding WMZ, Mixer Station etc.

Delivered on pallet only (no Parcel Service). Larger cabinets on application.

U n d e r f l o o r  H e a t i n g  S y s t e m s

Manifold 

with endset (59 mm)

2 HK = 220 mm
3 HK = 270 mm
4 HK = 320 mm
5 HK = 370 mm
6 HK = 420 mm
7 HK = 470 mm
8 HK = 520 mm
9 HK = 570 mm

10 HK = 620 mm
11 HK = 670 mm
12 HK = 720 mm

Manifold with endset (59 mm),

Ball valve (62 mm),

Elbow (55 mm) and 

Access (30 mm)

L-Manifold Cabinet

366 mm 450 mm
416 mm 450 mm
466 mm 530 mm
516 mm 530 mm
566 mm 680 mm
616 mm 680 mm
666 mm 680 mm
716 mm 830 mm
766 mm 830 mm
816 mm 830 mm
866 mm 980 mm

Manifold with endset (59 mm),

Ball valve (62 mm),

WMZ (horizontal) (250 mm) and 

Access  (30 mm)

L-Manifold Cabinet

500 mm 530 mm
550 mm 680 mm
600 mm 680 mm
650 mm 680 mm
700 mm 830 mm
750 mm 830 mm
800 mm 830 mm
850 mm 1030 mm
900 mm 1030 mm
950 mm 1030 mm

1000 mm  1030 mm

Manifold with endset (59 mm),

Ball valve (62 mm),

WMZ (vertical) (170 mm) and 

Access (30 mm)

L-Manifold Cabinet

420 mm 450 mm
470 mm 530 mm
520 mm 530 mm
570 mm 680 mm
620 mm 680 mm
670 mm 680 mm
720 mm 830 mm
770 mm 830 mm
820 mm 830 mm
870 mm 1030 mm
920 mm  1030 mm

Manifold with endset (59 mm),

Ball valve (62 mm),

WMZ Mixer Station (330 mm) 

and access (30 mm)

L-Manifold Cabinet

580 mm 680 mm
630 mm 680 mm
680 mm 830 mm
730 mm 830 mm
780 mm 830 mm
830 mm 1030 mm
880 mm 1030 mm
930 mm 1030 mm
980 mm 1030 mm

1030 mm -
- -
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Cabinet Dimensions with ZEWOTHERM manifolds and accessories
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ZEWOTHERM Electronic Controls

To govern the various zones of an underfloor heating system actuators can be installed straight onto ZEWOTHERM

system manifolds HKV-I and HKV-D. Supplied 'normally closed.'' Clear position indicator. Housing from self-extinguishing

Plastics, brilliant white. Can be altered to 'normally open'  by removing pin. White 2

to the actuator. Noise free operation without maintenance. Size (closed) 11.5. Threaded M30 x 1.5. Lift: 105N (3 mm).

Description                                                                                                         Packed As                      Euro/Piece                                            Art-No.

ZEWOTHERM Actuator „Exclusive“
Thermo-electrical actuator, normally closed. (NC). To open and close valves on ZEWOTHERM system manifolds HKV-I and

HKV-D. Noise free operation without maintenance. Compact design (H54+4 x  B 44 mm x L 47 mm). Patented 100%

protection in case of leaking valve. All -round state indicator and 

valve. Guaranteed overload protection. Plug-fit supply cable (2 x 0.75 m   PVC grey, 1.0000 mm long).2

Motor output: 100N, Pin movement: 4 mm, Size: 11.5 mm.  Threaded: M30 x 1.5 mm.

Voltage: 230 V, 50/60 Hz. Power consumption: 1.8 W. Grade of protection/Protection Class: IP 54 II in all orientations.

Description                                                                                                         Packed As                      Euro/Piece                                            Art-No.

Actuator  „Exclusive“ NC 230 V   1 Piece                         22,90 802600

Actuator  „Exclusive“ NC    24 V                                                    1 Piece                         24,50 802601

ZEWOTHERM Connection Box
This unit allows for easy connection of up to 6 ZEWOTHERM room thermostats and 12 actuators. Dimensions

H 39.5 mm x W 72 mm x L 310 mm. Push- and lock connection for simple installation and clearly set-out terminals.

Features high functional reliability and overload protection through sensitive fuse. Integrated cable lockers. Ap-

pliance is maintenance free. Max. input: 50W.

Description                                                                                                          Packed As                     Euro/Piece                                            Art-No.

Connection Box 230V    1 Piece                         60,00 802620

Connection Box   24V    1 Piece                         63,00 802622

ZEWOTHERM Transformer for Connector Box 24V
Description                                                                                                         Packed As                      Euro/Piece                                            Art-No.

Transformer for Connector Box 24V          1 Piece                         40,50 802623

ZEWOTHERM Room Thermostat (surface mounted)
Room thermostat to control a maximum of 10 ZEWOTHERM actuators 230 V. Beside clear and modern lines this thermo-

stat offers very accurate temperature control. Simple installation, can be mounted straight onto wall. Dimensions

H 78 mm x W 78 mm x D 26 mm. The temperature setting button softly arrests in 1/4 degree intervals. Automatic

temperature decrease (4K) through external signal. Patented temperature reconciliation to set value. Relay terminal

with sensitive fuse. Temperature range 

230 V/ 50/60 Hz, 50 VA.

Description                                                                                                         Packed As                      Euro/Piece                                            Art-No.

Room Thermostat AP 230V                                                           1 Piece                         18,90 802610
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ZEWOTHERM Actuator „Object“

Ø  0,5 mm   supply cable, fully connected

360° positioning. Low Amp. Adjustment control on

Actuator  „Object“ NC 230 V       1 Piece                         22,90 802600

Actuator  „Object“ NC 230 V       1 Piece                         22,90 802600

10°C - 28°C switching current: 1.8A (resistive load). Operating voltage:
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ZEWOTHERM Room Thermostat (flush mounted)
Flush mounted electronic room thermostat. Range 5°–30° C, sensitivity 0.5 K, Switching current 15 A. on/off

switch. Terminal for external sensor.

Description                                                                                                        Packed As                      Euro/Piece                                            Art-No.

Room Thermostat (flush mounted)                                             1 Piece                         70,90 802312

ZEWOTHERM Digital Room Thermostat
Digital room thermostat with digital display. Time and temperature programmable for individual control for rooms,

apartments or zones. Temperature range 8°–38°C.

Additional terminals for external temperature sensor. Colour: brilliant white (RAL 9010).

Description                                                                                                       Packed As                       Euro/Piece                                           Art-No.

Digital Room Thermostat                                                              1 Piece                        190,00 802311

ZEWOTHERM RTL Multibox
Return temperature limiter (RTL) to restrict return temperature i.e. in combined systems with underfloor heating and

radiators to condition floor surface. Control exclusively via return temperature. Hydraulic balancing can be achieved

with stop-/control spindle.

Description                                                                                                        Packed As                     Euro/Piece                                             Art-No.

RTL Multibox 1 Piece                        135,00 802360

ZEWOTHERM radio control
Set-items, full set is essential.

ZEWOTHERM Digital RF Thermostat
Adjustment range 5°–30° C, differential gap 0,3 K, operating temperature 0°–50° C, NTC temperature sensor, on/off

switch, range 50 m (open ground), frequency 433 MHz, operating voltage 2 lithium batteries with 3 V (CR 2430), battery

life time 2 years.

Description                                                                                                        Packed As                      Euro/Piece                                            Art-No.

Digital RF Thermostat                                                                   1 Piece                         48,50 802304

ZEWOTHERM RF Connection Box with receiver

RF Connection Box: 
For the control of up to 6 individual zones, plug and play connections. Operating Voltage: 230 V, Terminals (digital)

230 V, Output Voltage 13.5 V. Operating temperature 0°–50° C, Pump Logic relay (output 8 A) Including plug-in

module for receiver.

RF Receiver:
With digital timer. Operating temperature 0°–50° C, LCD display, pump anti-block function, normal, reduction, stop

or antifreeze mode. Range 50 m (open ground) frequency 433 MHz, 2 hours power reserve, with antenna including

receiver, amplifier with s/a tape on back, Length 30 mm approx. This allows the antenna to be positioned.

Description                                                                                                        Packed As                      Euro/Piece                                           Art-No.

RF Connection Box with receiver 230 V                 Set 240,00 802301

TYip: Use normally open actuators (Art.-No. 802325). 24 V  on request.

U n d e r f l o o r  H e a t i n g  S y s t e m s
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ZEWOTHERM climate control heating and cooling
Heating in Winter, Cooling in Summer - Systematic and Intelligent Controls.
Frequently underfloor heating is found in private- and commercial property, offices, schools, industrial buildings and

museums. Increasing the heat system not required during summer is also used for cooling and it can create a comfort-

able indoor climate on hot summer days. Whilst comfortable floor temperatures are maintained, a cooling capacity of

around 40-60 Watt/m2  can be achieved (Surface temperature of floor approx 20° C to (DIN  1946). With or without

heat pump technology - we provide suitable heating and cooling solutions for all applications.

Tip: Please note, the products below are not stock items. Please allow for lead times.

Climate control with the use of heat pump technology (natural cooling)

230 V Mains Supply
Description                                                                                                         Packed As                      Euro/Piece                                           Art-No.

Connector Box cooling/heating 230 V    1 Piece                        194,40 802330

Room Thermostat cooling/heating 230 V   1 Piece                         85,50 802331

Actuator normally closed (NC) 230 V                                          1 Piece                         19,90 802320

24 V Mains Supply
Description                                                                                                         Packed As                      Euro/Piece                                           Art-No.

Connector Box cooling/heating 24 V    1 Piece                        168,60 802403

Room Thermostat cooling/heating 24 V   1 Piece                         85,50 802404

Actuator normally closed (NC) 24 V       1 Piece                         21,50 802402

Low Voltage 50 VA                                                                        1 Piece                         58,80 802405
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Climate control with heat pump technology
(natural cooling)

230 V Mains Supply (24 V low voltage on application)
Description                                                                                        Packed As                 Euro/Piece           Art-No.

1. Connector Box cooling/heating 230 V      1 Piece                        194,4         802330

2. Room Thermostat cooling/heating 230 V   1 Piece                          85,50  802331

3. Actuator continuously variable 230 V                         1 Piece                          96,3          802335

4. Electronic ventilation- and climate control 230 V

for cooling/heating                                                         1 Piece                        939,50 802332

5. Controller (Remote)

for ventilation-/ climate control cooling/heating    1 Piece                        249,00 802333

6. Memory-Stick for electronic  

ventilation-/ climate control cooling/heating          1 Piece                          34,50 802334

7.Mixer valve ( amount as required)   1 Piece                          69,00 802336

8. Due point sensor                                                           1 Piece                        175,50 802337

9. Outdoor temperature sensor                                      1 Piece                          62,40 802338

10. Clamp thermostat (fitted to flow)         1 Piece                          67,90 802339

System Schematic – Pipe Layout

Controlled by switching valves or mixers heating or cooling functions are activated in double

loop systems, providing hot or cool water to the manifold.

U n d e r f l o o r  H e a t i n g  S y s t e m s
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6 7

8 9
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ZEWOTHERM plumbing components sanitary and heating

ZEWOTHERM Press-System For Aluminum Barrier Pipe
Heating, DHW and Underfloor Heating Systems

One Pipe. One Fitting. One Tool.
The ZEWOTHERM Press System is composed from high quality aluminum barrier pipe and a vast range of

brass fittings.  A permanent and secure plumbing technology guaranteeing rapid and problem free installation of

sanitary pipe work and/or heating systems.

ZEWOTHERM Press Fittings have a certified warm-press brass body, 100% entirely non-porous unlike red cast. To

German regulations the material used (CuZn40Pb2/CW617 to DIN V 17900/EN12165) can be utilised for all types

of drinking water applications without restrictions and its properties fully comply with mains water regulations.

Hygienically uncritical, corrosion resistant and innocuous towards pipe and pipe connectors.

Over and above the press fittings have been technically optimized further and adapted to the TH profile to the greatest

extent. Beside increased ease of pipe insertion and better rotatability after pressing, there now is a clear indicator to 

show that the fitting has not yet been pressed and consequently is not water tight. For control before pressure testing

to avoid length procedures. This newly developed transparent ring shows the proper positioning of the pipe. Additionally

it excludes all contact between aluminum and brass from pipe and fitting, avoiding electrochemical reactions.

• Operating pressure: 10 bar / 70° C / 50 YYYYYYYYyears
• Max. operating pressure: 95° C, max. temperature: 100° C
• DVGW-tested (DW-8501BQ0151)

Note:
Leaking!                                  Leak Proof!

fitting before pressing                            on operating pressure 
      tested, un-pressed fitting

(un-pressed - leaking)

fitting pressed and tested
on operating pressure
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ZEWOTHERM Ferrule

ZEWOTHERM Straight connecter (coupling)             Two equal Ferrules.

Pipe Diameter                                                                                                Packed As                         Euro/Piece                                           Art-No.

16 x 2 Bag of 10                          3,77 565516

20 x 2 Bag of 10                          4,74 565520

26 x 3 Bag of  5                           7,08 565526

32 x 3 Bag of  5                          10,78 565527

40 x 3,5 Bag of  2                          19,62 565528

50 x 4 Bag of  2                          36,36 565529

ZEWOTHERM Straight connector reduced (coupling reduced) Two unequal ferrules.

Pipe Diameter                                                                                                Packed As                        Euro/Piece                                            Art-No.

20 x 2 - 16 x 2 Bag of 10                          4,94 560020

26 x 3 - 20 x 2 Bag of  5                           6,75 560026

26 x 3 - 16 x 2 Bag of  5                           6,62 560027

32 x 3 - 20 x 2 Bag of  5                           9,87 560028

32 x 3 - 26 x 3 Bag of  5                           9,87 560029

40 x 3,5 - 26 x 3 Bag of  2                          18,20 560035

40 x 3,5 - 32 x 3 Bag of  2                          18,70 560036

50 x 4 - 32 x 3 Bag of  2                          30,51 560037

50 x 4 - 40 x 3,5 Bag of  2                          31,05 560038

ZEWOTHERM Adapter and Insert
Pipe Diameter                                                                                                  Packed As                      Euro/Piece                                            Art-No.

16 x 15   Bag of 10                        8,69 565530

20 x 22   Bag of 10                       10,40 565531

ZEWOTHERM Male Adaptor Threaded with ferrules.

Pipe Diameter                                                                                                  Packed As                      Euro/Piece                                            Art-No.

16 x 2 –1/2’’ AG   Bag of 10                        2,45 561620

20 x 2 –1/2’’ AG   Bag of 10                        3,07 561622

20 x 2 –3/4’’ AG   Bag of 10                        4,29 562020

26 x 3 –3/4’’ AG   Bag of  5                         6,13 562630

26 x 3 –1’’ AG   Bag of  5                         7,85 562632

32 x 3 –1’’ AG   Bag of  5                         9,09 562633

32 x 3 –1 1/4’’ AG   Bag of  5                        12,34 562634

40 x 3,5 –1 AG   Bag of  2                        17,04 562635

40 x 3,5 –1 1/4’’ AG   Bag of  2                        15,95 562636

50 x 4 –1 1/4’’ AG   Bag of  2                        33,76 562637

50 x 4 –1 1/2’’ AG   Bag of  2                         30,70 562638

U n d e r f l o o r  H e a t i n g  S y s t e m s

ZEWO_059_Preisliste2008_RZ  27.03.2008  1:24 Uhr  Seite 34



35

ZEWOTHERM Female Adaptor
Pipe Diameter                                                                                                  Packed As                   Euro/Piece                                               Art-No.

16 x 2 –1/2’’ IG   Bag of 10                        3,07 562116

20 x 2 –1/2’’ IG   Bag of 10                        3,83 562121

20 x 2 –3/4’’ IG   Bag of 10                        5,06 562120

26 x 3 –3/4’’ IG   Bag of 10                        6,74 562126

26 x 3 –1’’ IG   Bag of  5                         8,58 562127

32 x 3 –1’’ IG   Bag of  5                         9,61 562128

40 x 3,5 –1’’ IG   Bag of  2                        18,18 562129

40 x 3,5 –1 1/4’’ IG   Bag of  2                        24,67 562130

40 x 3,5 –1 1/2’’ IG   Bag of  2                        24,67 562131

50 x 4–1 1/4’’ IG   Bag of  2                        29,88 562132

50 x 4–1 1/2’’ IG   Bag of  2                        31,17 562133

ZEWOTHERM 90°  Elbow With Pipe Thread and Ferrules.

Pipe Diameter                                                                                                  Packed As                   Euro/Piece                                               Art-No.

16 x 2   Bag of 10                        4,66 561600

20 x 2   Bag of 10                      15,52 562000

26 x 3   Bag of  5                         8,44 562600

32 x 3   Bag of  5                        11,43 562602

40 x 3,5   Bag of  2                        20,85 562603

50 x 4   Bag of  2                        38,96 562604

ZEWOTHERM 90° Adaptor, Male
Pipe Diameter                                                                                                  Packed As                   Euro/Piece                                               Art-No.

16 x 2 x 1/2’’AG   Bag of 10                        4,91 566162

20 x 2 x 1/2’’ AG   Bag of 10                        5,52 566203

20 x 2 x 3/4’’ AG   Bag of 10                        5,78 566202

26 x 3 x 3/4’’ AG   Bag of  5                         8,12 566263

32 x 3 –1’’ AG   Bag of  5                        10,13 566264

40 x 3,5 –1 1/4’’ AG   Bag of  2                        21,04 566265

50 x 4 –1 1/4’’ AG   Bag of  2                        33,78 566266

50 x 4 –1 1/2’’ AG   Bag of  2                        35,05 566267

ZEWOTHERM 90° Adaptor, Female
Pipe Diameter                                                                                                   Packed As                   Euro/Piece                                              Art-No.

16 x 2 x 1/2’’ IG    Bag of 10                       3,92 566016

20 x 2 x 1/2’’ IG    Bag of 10                       5,65 566018

20 x 2 x 3/4’’ IG    Bag of 10                       7,66 566020

26 x 3 x 3/4’’ IG    Bag of  5                        8,18 566026

32 x 3 x 1’’ IG    Bag of  5                       10,39 566027

40 x 3,5 –1 1/4’’ IG    Bag of  2                       21,04 566028

50 x 4 –1 1/4’’ IG    Bag of  2                       35,06 566029

50 x 4 –1 1/2’’ IG    Bag of  2                       36,36 566030
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ZEWOTHERM EQual Tee 
Pipe Diameter                                                                                                  Packed As                   Euro/Piece                                               Art-No.

16 x 2   Bag of 10                        6,13 561616

20 x 2   Bag of 10                        7,79 562022

26 x 3   Bag of  5                        12,08 562626

32 x 3   Bag of  5                        18,18 562627

40 x 3,5   Bag of  2                        34,35 562628

50 x 4   Bag of  2                        55,84 562629

ZEWOTHERM Tee Piece with Centre Piece Reduced With Three Ferrules.

Pipe Diameter                                                                                                  Packed As                   Euro/Piece                                               Art-No.

20 x 16 x 20   Bag of 10                      10,08 561603

26 x 16 x 26   Bag of  5                        12,60 561612

26 x 20 x 26   Bag of  5                        12,60 561613

32 x 16 x 32   Bag of  5                        17,79 561617

32 x 20 x 32   Bag of  5                        17,79 561618

32 x 26 x 32   Bag of  5                        17,79 561619

40 x 26 x 40   Bag of  2                        32,03 561681

40 x 32 x 40   Bag of  2                        32,03 561682

50 x 26 x 50   Bag of  2                        50,02 561683

50 x 32 x 50   Bag of  2                        50,02 561684

50 x 40 x 50   Bag of  2                        50,94 561685

ZEWOTHERM Tee Piece with Centre Piece Increased With Three Ferrules.

Pipe Diameter                                                                                                  Packed As                   Euro/Piece                                              Art-No.

16 x 20 x 16   Bag of 10                        8,93 561604

20 x 26 x 20   Bag of 10                       12,47 561605

26 x 32 x 26   Bag of  5                        17,66 561611

ZEWOTHERM Parallel Tee Piece
Pipe Diameter                                                                                                  Packed As                   Euro/Piece                                               Art-No.

16 x 16 x 16 1 piece                        47,65 566300

20 x 16 x 16 1 [piece                        47,65 566301

20 x 16 x 20 1 piece                        47,65 566302

20 x 20 x 20 1 piece                        47,65 566303

ZEWOTHERM Tee Piece with Male Adaptor (centre) With Two Ferrules.

Pipe Diameter                                                                                                  Packed As                  Euro/Piece                                                Art-No.

16 x 1/2’’ x 16 AG   Bag of 10                        8,11 561630

20 x 1/2’’ x 20 AG   Bag of 10                        8,11 561631

20 x 3/4’’ x 20 AG   Bag of 10                       10,38 561632

26 x 3/4’’ x 26 AG   Bag of  5                         11,12 561633

40 x 1 1/4’’ x 40 AG   Bag of  2                        30,52 561635

50 x 1 1/2’’ x 50 AG   Bag of  2                        49,34 561637

U n d e r f l o o r  H e a t i n g  S y s t e m s
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ZEWOTHERM Tee Piece with Female Adaptor (centre) With Two Ferrules.

Pipe Diameter                                                                                                  Packed As                  Euro/Piece                                               Art-No.

16 x 1/2’’ x 16 IG   Bag of 10                        7,92 561640

20 x 1/2’’ x 20 IG   Bag of 10                        8,05 561641

20 x 3/4’’ x 20 IG   Bag of 10                       10,65 561642

26 x 1/2’’ x 26 IG   Bag of  5                        10,87 561643

26 x 3/4’’ x 26 IG   Bag of  5                        11,51 561645

32 x 1/2’’ x 32 IG   Bag of  2                        16,88 561646

32 x   1’’ x 32 IG   Bag of  2                        16,88 561647

40 x   1’’ x 40 IG   Bag of  2                        30,75 561655

40 x 1 1/4’’ x 40 IG   Bag of  2                        30,75 561656

50 x 1 1/4’’ x 50 IG   Bag of  2                        42,85 561657

50 x 1 1/2’’ x 50 IG   Bag of  2                        50,64 561658

ZEWOTHERM Tee Piece Double Reducer With Three Ferrules.

Pipe Diameter                                                                                                  Packed As                   Euro/Piece                                               Art-No.

20 x 16 x 16   Bag of 10                        7,97 561606

20 x 20 x 16   Bag of 10                        8,94 561607

26 x 16 x 20   Bag of  5                        12,60 561608

26 x 20 x 16   Bag of  5                        12,60 561609

26 x 20 x 20   Bag of  5                        12,60 561610

26 x 26 x 16   Bag of  5                        12,60 561614

26 x 26 x 20   Bag of  5                        12,60 561615

32 x 20 x 26   Bag of  5                        17,79 561623

32 x 26 x 26   Bag of  5                        17,79 561624

32 x 32 x 20   Bag of  5                        17,79 561625

32 x 32 x 26   Bag of  5                        17,79 561626

40 x 26 x 32   Bag of  2                        32,03 561692

 40 x 32 x 32  Bag of  2                        32,03 561690

40 x 40 x 32   Bag of  2                        32,03 561694

50 x 40 x 40   Bag of  2                        56,61 561695

50 x 50 x 32   Bag of  2                        56,61 561697

50 x 50 x 40   Bag of  2                        56,61 561698

ZEWOTHERM Fixture Connection Angle short
(Wall angle short) With 3 fixing points. Height 52 mm. Female. One Ferrule.

Pipe Diameter                                                                                                   Packed As                   Euro/Piece                                              Art-No.

16 x 2,0 x 1/2’’   Bag of 10                        6,88 569372

20 x 2,0 x 1/2’’   Bag of 10                        6,62 569381

20 x 2,0 x 3/4’’   Bag of 10                        8,50 569391

26 x 3,0 x 3/4’’   Bag of  5                         8,83 569392
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ZEWOTHERM Fixture Connection - Double Angle
(Wall Angle short double) 3 fixing points. Height: 52 mm. Female. Two Ferrules.

PipeDiameter                                                                                                   Packed As                   Euro/Piece                                               Art-No.

16 x 2,0 x 1/2’’   Bag of 10                       10,78 569973

20 x 2,0 x 1/2’’   Bag of 10                       11,69 569982

ZEWOTHERM Fixture Connection - Double Angle long

Pipe Diameter                                                                                                  Packed As                   Euro/Piece                                               Art-No.

16 x 2,0 x 1/2’’   Bag of 10                        9,74 569972

20 x 2,0 x 1/2’’   Bag of 10                       10,39 569974

ZEWOTHERM Wall Angle x2 U-Shape
Pipe Diameter                                                                                                  Packed As                   Euro/Piece                                               Art-No.

16 x 2,0 x 1/2’’   Bag of  5                         14,67 561602

ZEWOTHERM Angled Connector for Concealed Cisterns Female. One Ferrule.

Pipe Diameter                                                                                                  Packed As                    Euro/Piece                                              Art-No.

16 x 2,0 x 1/2’’ IG x 16 x 2   Bag of  5                       13,38 569300

ZEWOTHERM Connector Tee for Concealed Cisterns Female. One Ferrule.

Pipe Diameter                                                                                                  Packed As                    Euro/Piece                                              Art-No.

16 x 2,0 x 1/2’’ IG x 16 x 2   Bag of 10                       16,23 569371

ZEWOTHERM Through-Wall Connector Anti-twist Protection 30 mm
3 fixing points. Female. One Ferrule.

Pipe Diameter                                                                                                   Packed As                    Euro/Piece                                             Art-No.

16 x 2,0 x 3/4’’   Bag of 10                       11,26 561670

ZEWOTHERM Press Plug   One Ferrule.

Pipe Diameter                                                                                                  Packed As                    Euro/Piece                                              Art-No.

16   Bag of 10                        4,15 561660

20   Bag of 10                        4,98 561661

26   Bag of  5                         6,65 561662

32   Bag of  5                         7,79 561663

40   Bag of  2                        14,16 561669

50   Bag of  2                        23,60 561669-A

ZEWOTHERM Press Fitting with Male End
Pipe Diameter                                                                                                  Packed As                    Euro/Piece                                             Art-No.

16 x 2 - 1/2’’   Bag of 10                       10,95 560010

16 x 2 - 3/4’’   Bag of 10                       11,26 560011

20 x 2 - 1/2’’   Bag of 10                       11,80 560012

20 x 2 - 3/4’’   Bag of 10                       12,27 560013

U n d e r f l o o r  H e a t i n g  S y s t e m s
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ZEWOTHERM Adaptor - Compression (Female)
With Euro-cone, Nickel plated. One Ferrule.

Pipe Diameter                                                                                                   Packed As                  Euro/Piece                                               Art-No.

16 x 3/4’’ IG    Bag of 10                       6,62 561650

20 X 3/4’’ IG    Bag of 10                       7,05 561651

ZEWOTHERM Adaptor - Compression (Female)   Flat seal.

Pipe Diameter                                                                                                   Packed As                  Euro/Piece                                               Art-No.

16 x 3/4’’ IG    Bag of 10                       5,52 560030

ZEWOTHERM Radiator Connector - Elbow 90°

Pipe Diameter                                                                                                  Packed As                      Euro/Piece                                            Art-No.

16 x 15   Bag of  2                       11,04 569162

ZEWOTHERM Radiator Connector - Tee   
Nickelplated.  Two Ferrules. Short: 300 mm.

Pipe Diameter                                                                                                  Packed As                     Euro/Piece                                             Art-No.

16 x 15   Bag of  2                       13,99 569163

ZEWOTHERM Anti-Vibration Set Wall Angles
From special Plastics (black), for Wall bracket short 1/2 ‘’ or long 1/2 ‘’, Height: 52 mm

Description                                                                                                        Packed As                      Eur o/Piece                                           Art-No.

Anti-vibration set for Wall bracket short 1/2’                               Set                              5,13 569395

Anti-vibration set for Wall bracket long 1/2’                                Set  7,17 569397

ZEWOTHERM Wall Angle Bracket
Wall Angle Bracket 16 x 1/2’’ Female. Pre-assembled Set. Centres: 153 mm.

Description                                                                                                        Packed As                      Eur o/Piece                                           Art-No.

Wall Angle                                                                                                   Set 17,17 560042

ZEWOTHERM Wall Angle Bracket - Complete Set
Angled wall bracket 16 x 1/2’’ Female. Complete Set, pre-assembled.  Incl. noise reduction (black.)

Description                                                                                                         Packed As                     Eur o/Piece                                           Art-No.

Wall Angle Complete Set   Set 49,07 560048

ZEWOTHERM Mounting Plate Normal version

Size                                                                                                                          Packed As                  Euro/Piece                                              Art-No.

16 x 15 1 Piece                          3,10 560040

ZEWOTHERM Fixing Rail (build-in)
Size                                                                                                                   Packed As                    Euro/Piece                                          Art-No.

153/76 1 Piece                        10,40 560041

Attention: Press Inserts and O-Rings can be ordered in separately.
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ZEWOTHERM Press-System Tools

ZEWOTHERM TH System jaws
Dimension                                                                                                         Packed As                      Eur o/Piece                                          Art-No.

16 1 Piece                        185,00 560001

20 1 Piece                        185,00 560003

26 1 Piece                        201,00 560004

32 (only for electrical )                        1 Piece                        246,50 560018

40 (only for electrical )                        1 Piece                        416,08 560080

50 (only for electrical )                        1 Piece                        955,05 560081

Other sizes on request.

ZEWOTHERM Manual Crimping Tool
Excluding jaws. For pipe size 16 to 26. Inc. Softbag.

Description                                                                                                       Packed As                     Euro/Piece                                            Art-No.

Manual crimping tool                                                                   1 Piece                        259,05 560000

ZEWOTHERM Universal Crimping Tool
To be used with suitable TH-inserts. Universal Tool for all customary hand press tools (up to 26 mm diameter)

and electric radial tooling.

Dimension                                                                                                         Packed As                      Eur o/Piece                                           Art-No.

  Universal press jaws for Size. 14-32 1 Piece                       267,70 560019

ZEWOTHERM TH insert jaws for Universal Crimping Tool
Dimension                                                                                                          Packed As                      Euro/Piece                                           Art-No.

Insert  TH 14   1 Piece                        103,42 563014

Insert  TH 16   1 Piece                        103,42 563016

Insert  TH 20   1 Piece                        115,60 563020

Insert  TH 26   1 Piece                        127,75 563026

Insert  TH 32   1 Piece                        133,85 563032

ZEWOTHERM TH insert jaws for Manual Crimping Tool
Dimension                                                                                                        Packed As                        Euro/Piece                                           Art-No.

Insert  TH 14   1 Piece                         85,20 563214

Insert  TH 16   1 Piece                         85,20 563216

Insert  TH 20   1 Piece                         85,20 563220

Insert  TH 26   1 Piece                         85,20 563226

ZEWOTHERM Calibrator Set
Dimension                                                                                                         Packed As                       Euro/Piece                                           Art-No.

14-16-18-20-26 1 Piece                         94,20 560007

U n d e r f l o o r  H e a t i n g  S y s t e m s
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ZEWOTHERM Calibration Tool with Handle
Dimension                                                                                                  Packed As                   Euro/Piece                                       Art-No.

16 1 Piece                   54,58 560015

20 1 Piece                   54,58 560016

26 1 [Piece                   56,50 560017

32 1 Piece                   67,14 560008

40 1 Piece                   73,30 560055

50 1 Piece                   81,31 560056

ZEWOTHERM Pipe Bender
Dimension                                                                                                 Packed As                    Euro/Piece                                       Art-No.

Pipe Bender 16/20  Dx 1,                                             1 Piece                   159,20 560090

ZEWOTHERM Bending Spring
Dimension                                                                                                 Packed As                    Euro/Piece                                        Art-No.

16 Inner                                                                           1 Piece                   15,50 560009

20 Inner                                                                           1 Piece                   18,90 560014

26 Inner                                                                           1 Piece                   24,26 560057

16 Outer                                                                          1 Piece                   18,25 560005

20 Outer                                                                          1 Piece                   24,40 560006

26 Outer                                                                          1 Piece                   34,34 560023

Additional Products on  applications.
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ZEWOTHERM Sanitary Installation System

ZEWOTHERM Sanitary Pipe PE-Xc
Chapter on Aluminum Barrier Pipe see page 14.

ZEWOTHERM Clamp Connector for Sanitary Pipes
3-part. Nickel plated brass with 3/4’’ location nut and Euro-cone.

Dimension                                                                                                          Packed As                      Euro/Piece                                            Art-No.

16 x 2,2    Bag of 10                       4,95 501622

20 x 2,8    Bag of 10                      5,30 502028

ZEWOTHERM Sanitary Manifold Bar
Manifold Bar from high quality brass (round). Sanitary Manifold complete with connector cap installed and pressure

tested. Female thread, with blanks.  Size (Axial): 1’’ = 90 mm.

Connector Sleeve 1/2 ‘’.  For Aluminum Barrier Pipe 16 x 2 and 20 x 2.

Dimension                                                      Length Overall in mm        Packed As          Euro/Piece                                        Art-No.

4-Port                                                                     450                                   1 Piece                     86,80 501800

5-Port                                                                     540                                   1 Piece                    109,20 502350

6-Port                                                                     630                                   1 Piece                    116,20 502351

On applications also for 1 1/4’’and 2’’ connections available.

U n d e r f l o o r  H e a t i n g  S y s t e m s
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ZEWOTHERM certificates and documentations
Beside further information in regard to ZEWOTHERM Underfloor Heating Systems our certificates and documentations

can be downloaded at www.zewotherm.de YThere you can also find printouts for pressure testing, for screed heating

for hydraulic balancing of system manifolds and many more.

U n d e r f l o o r  H e a t i n g  S y s t e m s

DVGW Certificate 
ZEWOTHERM Sanitary Pipe PE-Xc

DVGW Certificate 
ZEWOTHERM Aluminum Barrier Pipe
PE-RT/AL/PE-RT
and Press-System

SKZ Certificate
ZEWOTHERM Heating Pipe PE-RT

T e l e p h o n e  ( 0 2 6 4 2 )  9 0 5 6 - 0           F a x  ( 0 2 6 4 2 )  9 0  5 6  1 9
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DIN CERTCO Certificate No. 7F182
ZEWOTHERM Premium System Test

DIN CERTCO Certificate No. 3V267
ZEWOTHERM Heating Pipe PE-Xc

ZEWOTHERM Guarantee Certificate (Sample)

FfW-Certificate
„Trittschalldämmplatte“ – Acoustic Insulation
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Regional Contacts
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Volker Reifferscheidt
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Steffen Müller
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Mobil: (01 72) 52 53 511
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Hansjörg Gösele
Staatl. gepr. Heizungs-,
Lüftungs- und Klimatechniker
Lauchstraße 39
73312 Geislingen
Tel.: (0 73 34) 92 19 37
Fax: (0 73 34) 92 02 301
Mobil (01 75) 543 71 87
hansjoerg.goesele@t-online.de

PLZ-Bereich 86-88
Josef Eberle 

Industrievertretung
Römerstädter Str. 6D

86199 Augsburg
Tel.: (08 21) 9 66 88

Fax: (08 21) 9 98 78 76
Mobil: (01 76) 22 06 59 46

info@zewotherm.de

PLZ-Bereich 473, 58-59
Regionalverkaufsleiter
Werner Kohlhepp
In der Heide 31
44532 Lünen
Tel.: (0 23 06) 98 45 11
Fax: (0 23 06) 78 25 42
Mobil (01 74) 3 22 24 37
W.Kohlhepp-Zewotherm@t-online.de

PLZ-Bereich 40-46, 50-56
Edgar Kurenbach, Fachberater
Auf der alten Burg 9
53578 Windhagen
Tel.: (0 26 45) 97 39 30
Fax: (0 26 45) 97 39 30
Mobil (01 72) 682 00 50
edgar_kurenbach@web.de

PLZ-Bereich 40-42, 474-476,
537-538, 57
Industrievertretung
Ralf Mitzlaff 
Frohnhoven 97 
52249 Eschweiler
Tel.: (0 24 03) 97 95 25
Fax: (0 24 03) 93 95 24 
Mobil (01 71) 7 35 58 81
RMitzlaff@aol.com

PLZ-Bereich 30-33
Gerd Siede, Fachberater
Kleestraße 13b
33378 Rheda-Wiedenbrück
Tel.: (0 26 42) 90 56 0
Fax: (0 52 42) 93 81 55
Mobil (01 73) 666 53 83
g-siede@versanet.de

PLZ-Bereich 55, 65-67
Hans Willi Franceux
Industrievertretung
Neuweg 10
55413 Trechtingshausen
Tel.: (0 67 21) 62 30
Fax: (0 67 21) 65 10
Mobil (01 71) 737 55 37
franceux@gmx.de

PLZ-Bereich 58-59
Peter Berger, Fachberater
Rhademühle 8
58566 Kierspe
Tel.: (0 23 51) 7 92 84
Fax: (0 23 51) 671 80 66
Mobil (01 71) 624 11 72
info@zewotherm.de
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Ziegler
Notiz
None festgelegt von Ziegler

Ziegler
Notiz
Marked festgelegt von Ziegler

Ziegler
Notiz
Marked festgelegt von Ziegler

Ziegler
Notiz
Marked festgelegt von Ziegler




